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 » Self-loading design, simply scoop and mix

 » Safety grill with built-in bag breaker

 » Incredible European build quality

 » Includes electric control kit, hoses and couplingsF
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200 - 600 L
FLOW RANGE
25 - 90 LPM

CODE DESCRIPTION WIDTH REQ FLOW DISCHARGE WEIGHT LOADED WEIGHT PRICING

BM200UN 200 L Mixer Bucket 1260 mm 25 - 40 LPM Centre 270 kg 750 kg

GET QUOTE

BM250UN
250 L Mixer Bucket 1480 mm 40 - 90 LPM

Centre
380 kg 980 kg

BM250SL Side

BM350UN 350 L Mixer Bucket 1580 mm 40 - 90 LPM Centre 397 kg 1237 kg

BM450UN 450 L Mixer Bucket 1630 mm 50 - 90 LPM Centre 454 kg 1525 kg

BM600UN 600 L Mixer Bucket 1900 mm 50 - 90 LPM Centre 630 kg 2070 kg
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Concrete Mixer Bucket
40+ HP SKID STEER

ALL SELF-LOADING MIXER BUCKETS REQUIRE WIRING HARNESS - SELECT BELOW

HMWH08P18CAT 8 Pin, 1.8 m - CAT / ASV HMWH14P18JD 14 Pin, 1.8 m - JOHN DEERE

HMWH14P18 14 Pin, 1.8 m - GENERIC HMWH14P18KU 14 Pin, 1.8 m - KUBOTA

HMWH14P184SV 14 Pin, 1.8 m - ASV VT100 HMWH14P18NH 14 Pin, 1.8 m - NEW HOLLAND

HMWH14P18B0 14 Pin, 1.8 m - BOBCAT HMWH14P18T.A 14 Pin, 1.8 m - TAKEUCHI

HMWH14P18CASE 14 Pin, 1.8 m - CASE HMWH14P18WN 14 Pin, 1.8 m - WACKER NEUSON

HMWH14P18CAT 14 Pin, 1.8 m - CAT HMWHCIG16 1.6 m - AUXILIARY (12v Lighter Plug)

HMWH14P18GEHL 14 Pin, 1.8 m - GEHL HMWHCIG50 5 m - AUXILIARY (12v Lighter Plug)

HMWH14P18JCB 14 Pin, 1.8 m - JCB
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UNIQUE SPIRAL DESIGN PADDLES

https://www.himac.com.au/products/skid-steer-concrete-mixer-bucket
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Concrete Mixer Bucket
GALLERY


